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REV Change history  Date of Release 

1.0 New creaƟon Sept. 2024 

Change history 
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FuncƟon DescripƟon For Connectors 

PCI6-AD-x8E3V-01 

CN1 

J13 

SW2 

LocaƟon DescripƟons 

SW2 

Toggle switch 

Toward Up, EDSFF drive powered by AUX (Quarch PPM Connector). 

Toward Down,  EDSFF drive powered by host (Golden finger). 

J13 Quarch PPM connector 

J1 4Pins 2.54mm FAN connector 

CN1 PCIe Gen6 X8 84Pins Straddle mount EDSFF Connector 

J2/J3 
CN2 

connectors for ShorƟng board” or “PAM board” 

CN3 USB Type C connector 

167mm 

111mm 

J2/J3 

CN2 

J1 
CN3 
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FuncƟon DescripƟon For Connectors 

J15 

LocaƟon DescripƟons 

J18 

Pin1_EDSFF_MFG: To EDSFF connector Pin B7.  

Pin2_EDSFF_RFU: To EDSFF connector Pin B8.  

Pin3_EDSFF_RFU1: To EDSFF connector Pin A42.  

Pin4_GND 

J16 
ON: Assert EDSFF_RST# in EDSFF connector Pin B10. 

OFF: De-assert EDSFF_RST# in EDSFF connector Pin B10. 

J17 
ON: Force EDSFF power disable, set PWRDIS in EDSFF connector B12 to “H” state. 

OFF: Force EDSFF power enable, set PWRDIS in EDSFF connector B12 to “L” state. 

J15 
ON: Connects HOST_LED in EDSFF connector Pin A10 to 3.3V. 

OFF: HOST_LED in EDSFF connector Pin A10 to FloaƟng. 

J14  

J18 

J16 

J17 

J14 

EDSFF_SMCLK HOST_SMCLK 

EDSFF_SMSDA HOST_SMSDA 

GND GND 

Jumpers for EDSFF SMBUS accessing 
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